


























CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION
OFFICE OF THE STATE FIRE MARSHAL
FIRE ENGINEERING - BUILDING MATERIALS LISTING PROGRAM

LISTING SERVICE

LISTING No: 7271-1209:126 Page 1 of 1
CATEGORY: lonization Smoke Detector
LISTEE: System Sensor, 3825 Ohio Ave, St. Charles, IL 60174

Contact: *Trish Linhart (630) 377-6674 Fax (630) 377-7245

DESIGN: Model 1451, 1451DH and 1451DHHT ionization type smoke detectors. Refer to listee's
printed data sheet for additional detailed product description and operational considerations.

RATING: 24 VDC

INSTALLATION: In accordance with listee's printed installation instructions, applicable codes and ordinances
and in a manner acceptable to the authority having jurisdiction.

MARKING: Listee's name, model number, electrical rating and UL label.

APPROVAL.: Listed as an ionization smoke detector for use with listee’s bases (CSFM Listing No. 7300-
1209:128) and separately listed compatible fire alarm control units. Model 1451DH and
1451DHHT are intended for use with listee’s separately listed Model DH400 series duct
detector housing (CSFM Listing No. 3240-1209:155). Model 1451 may be suitable for
installation inside duct where the air velocity range from 0-1200 fpm.

NOTE: Formerly 7256-1209:126
*Rev. 06-16-2003
1?_-|
(Ewmee,  This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test
I:n'*lf.%{?.}/] results and/or other data but does not make an independent verification of any claims. This listing is notan endorsement or
TI ﬁr recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation
! criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.
Date Issued: JUNE 16, 2003 Listing Expires June 30, 2004

Authorized By: DIANE K. AREND, Senior Deputy
Program Manager
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CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION
OFFICE OF THE STATE FIRE MARSHAL
FIRE ENGINEERING - BUILDING MATERIALS LISTING PROGRAM

LISTING SERVICE

7300-1209:128 Page 1 of 1
Misc. Devices/Control Unit Accessories

System Sensor, 3824 Ohio Ave, St Charles IL 60174
Contact: Trish Linhart (630) 377-6674 Fax (630) 377-7245

Models B401, B401B, B401R, B401BR, B401BR-750, B401R-750, B402B, B404B, B404BT,
B406B, B501, B501B, 14506587-002, B501BH, B501BHT, B401BH, B110LP, B110RLP,
B110RLP750, B112LP, B114LP, *B114LPBT, B116LP and B210LP detector bases. Refer to
listee's data sheet for detailed product description and operational considerations.

In accordance with listee's printed installation instructions, applicable codes and ordinances
and in a manner acceptable to the authority having jurisdiction.

Listee's name, product designation and UL label.

Listed as detector bases for use with separately listed compatible detectors.

*Rev. 10-25-2002 IPI

This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test
_._v results and/or other data but does not make an independent verification of any claims. This listing is not an endorsement or
ﬁ%L recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation

criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.

Date Issued:

Authorized By:

JUNE 16, 2003 Listing Expires June 30, 2004

DIANE K AREND, Senior Deputy
Program Manager
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CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION
OFFICE OF THE STATE FIRE MARSHAL
FIRE ENGINEERING - BUILDING MATERIALS LISTING PROGRAM

LISTING SERVICE

7300-1209:129 Page 1 of 1
Misc. Devices/Control Unit Accessories

System Sensor, 3825 Ohio Ave., St. Charles IL 60174
Contact: *Trish Linhart (630) 377-6674 Fax (630) 377-7245

Models RTS451 and RTS451KEY remote test switches, and Model RTC remote test station
kit. Refer to listee's data sheet for additional detailed product description and operational
considerations.

In accordance with listee's printed installation instructions, applicable codes and ordinances
and in a manner acceptable to the authority having jurisdiction.

Listee's name, model number and UL label.

Listed as accessory devices for use with separately listed compatible duct smoke detectors=*.

Formerly 7300-0087:129

*Rev. 06-16-2003
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Date Issued:

Authorized By:

This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test
results and/or other data but does not make an independent verification of any claims. This listing is not an endorsement or
recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation
criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.

JUNE 16, 2003 Listing Expires June 30, 2004

DIANE K. AREND, Senior Deputy
Program Manager
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CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION
OFFICE OF THE STATE FIRE MARSHAL
FIRE ENGINEERING - BUILDING MATERIALS LISTING PROGRAM

LISTING SERVICE

7120-1209:130 Page 1 of 1
Annunciators

System Sensor, 3825 Ohio Ave., St. Charles IL 60174
Contact: *Trish Linhart (630) 377-6674 Fax (630) 377-7245

Models RA400 and RA400Z remote annunciators. Refer to listee's data sheet for detailed
product description and operational considerations.

In accordance with listee's printed installation instructions, applicable codes and ordinances
and in a manner acceptable to the authority having jurisdiction.

Listee's name, model number and UL label.
Listed as remote annunciators for use with separately listed compatible control units.

Formerly 7300-0087:130 and 7300-1209:130

*Rev. 06-16-2003
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Date Issued:

Authorized By:

This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test
results and/or other data but does not make an independent verification of any claims. This listing is not an endorsement or
recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation
criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.

JUNE 16, 2003 Listing Expires June 30, 2004

DIANE K. AREND, Senior Deputy
Program Manager



CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION
OFFICE OF THE STATE FIRE MARSHAL
FIRE ENGINEERING - BUILDING MATERIALS LISTING PROGRAM

LISTING SERVICE

LISTING No. 7272-1209:131 Page 1 of 1
CATEGORY: Photoelectric Smoke Detector
LISTEE: System Sensor, 3825 Ohio Ave., St. Charles IL 60174

Contact: *Trish Linhart (630) 377-6674 Fax (630) 377-7245

DESIGN: Models 2451 and 2451TH photoelectric type smoke detectors. Refer to listee’s printed data
sheet for additional detailed product description and operational considerations.

INSTALLATION: In accordance with listee's printed installation instructions, applicable codes and ordinances
and in a manner acceptable to the authority having jurisdiction.

MARKING: Listee's name, model number, electrical rating and UL label.

APPROVAL.: Listed as photoelectric smoke detectors for use with listee's bases (CSFM Listing No. 7300-
1209:128) and separately listed compatible fire alarm control units. Model 2451 may be
suitable for installation inside duct where air velocity range from 0-3000 fpm.

NOTE: Formerly 7257-1209:131 and 7257-0087:131
*Rev. 06-16-2003
1?_-|
(Ewmee  This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test
I:n'*lf.%{?.}/] results and/or other data but does not make an independent verification of any claims. This listing is not an endorsement or
TI ﬁr recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation
! criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.
Date Issued: JUNE 16, 2003 Listing Expires June 30, 2004
Authorized By: DIANE K. AREND, Senior Deputy

Program Manager



CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION
OFFICE OF THE STATE FIRE MARSHAL
FIRE ENGINEERING - BUILDING MATERIALS LISTING PROGRAM

LISTING SERVICE

LISTING No. 7770-1209:140 Page 1 of 1
CATEGORY: Valves/Switches
LISTEE: System Sensor, 3825 Ohio Ave, St. Charles IL 60174
Contact: *Trish Linhart (630) 377-6674 Fax (630) 377-7245
DESIGN: Models WFD20, -25, -30, -35, -40, -50, -60, -80, WFD-30-2, WFDT, WFDTH, WFDTNR,
AFD20, -25, -30-2, -35, -40, -50, -60, -80, -AFDT, -AFDTH and RFDTH paddle-type
waterflow indicators. Refer to listee's data sheet for additional detailed product
description and operational considerations.
RATING: Model Size Working Pressure
AFD20, WFD20 2" 450 psig
AFD25, WFD25 2-1/2" 450 psig
WFD30 3" 450 psig
AFD30-2, WFD30-2 3" 450 psig
AFD35, WFD35 3-1/2" 450 psig
AFD40, WFD40 4" 450 psig
AFD50, WFD50 5" 450 psig
AFD60, WFD60 6" 450 psig
AFD80, WFD80 8" 450 psig
AFDT, WFDT 1", 1-1/4", 1-1/2" 250 psig
WFDTNR 1", 1-1/4", 1-1/2", 2" 250 psig
AFDTH, WFDTH 1", 1-1/2" 250 psig
RFDTH 17, 1-1/2”, 2” Reliable Riser 250 psig

INSTALLATION:

In accordance with listee's printed installation instructions, applicable codes and ordinances
and in a manner acceptable to the authority having jurisdiction.

MARKING: Listee's name, model number, electrical rating and UL label.
APPROVAL.: Listed as waterflow indicators for use with wet pipe fire sprinkler systems.
*Rev. 06-16-2003
1?_-|
(gwEge,  This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test
I:n'*lf.%{?.}/] results and/or other data but does not make an independent verification of any claims. This listing is not an endorsement or
TI ﬁr recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation
__J criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.
Date Issued: JUNE 16, 2003 Listing Expires June 30, 2004

Authorized By: DIANE K. AREND, Senior Deputy

Program Manager



CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION
OFFICE OF THE STATE FIRE MARSHAL
FIRE ENGINEERING - BUILDING MATERIALS LISTING PROGRAM

LISTING SERVICE

LISTING No. 7260-1209:141 Page 1 of 1
CATEGORY: Beam Smoke Detection System
LISTEE: System Sensor, 3825 Ohio Avenue, St. Charles IL 60174

Contact: *Trish Linhart (630) 377-6674 Fax (630) 377-7245

DESIGN: Model 6424 beam smoke detection system. Refer to listee's data sheet for detailed
product description and operational considerations.

INSTALLATION: In accordance with listee's printed installation instructions, applicable codes and
ordinances and in a manner acceptable to the authority having jurisdiction.

MARKING: Listee's name, model number, electrical rating and UL label.

APPROVAL.: Listed as a beam smoke detection system for use with separately listed compatible
control units. Authority having jurisdiction should be consulted prior to installation.

NOTE: Formerly 7257-1209:141

*Rev. 06-16-2003

This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test

I' ,m results and/or other data but does not make an independent verification of any claims. This listing is not an endorsement or

ﬁ%L recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation
criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.

Date Issued: JUNE 16, 2003 Listing Expires June 30, 2004

Authorized By: DIANE K. AREND, Senior Deputy
Program Manager



CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION
OFFICE OF THE STATE FIRE MARSHAL
FIRE ENGINEERING - BUILDING MATERIALS LISTING PROGRAM

LISTING SERVICE

LISTING No. 7135-1209:143 Page 1 of 1
CATEGORY: Audible Devices
LISTEE: System Sensor, 3825 Ohio Avenue, St. Charles IL 60174

Contact: *Trish Linhart (630) 377-6674 Fax (630) 377-7245

DESIGN: Models PA400R, PA400B, PA400W, APA-451, H12/24, H12/24W, H12/24K, HC12/24,
HC12/24W and HC12/24K sounders. Suffix “W” indicating white color and suffix “K”
indicating extended indoor operating temperature range of 32°F to 150° F and a NEMA
3R enclosure rating. Models PA400R, PA400B and PA400W may have suffix "F" for
letter FIRE printed on unit. Models H12/24, H12/24W, HC12/24, HC12/24K and
HC12/24W are not suitable for public mode fire alarm service when used at low volume
on 12V control panels. Refer to listee's data sheet for additional detailed product
description and operational considerations.

RATING: PA Series: 12 or 30 VDC
APA Series: 15 - 32 VDC
H12/24 or HC 12/24 Series: 10.5 - 30 VDC

INSTALLATION: In accordance with listee's printed installation instructions, NFPA 72, applicable codes &
ordinances and in a manner acceptable to the authority having jurisdiction.

MARKING: Listee's name, model number, electrical rating and UL label.

APPROVAL.: Listed as audible devices for use with separately listed compatible fire alarm control
units. For indoor use only. Series H12/24 and HC12/24 can generate the Temporal
Pattern signal. If series APA or PA are required to produce a distinctive three-pulse
Temporal Pattern Fire Alarm Evacuation Signal (for total evacuation) in accordance with
NFPA 72, 1999 Edition, they must be used with a fire alarm control unit that can
generate the temporal pattern signal. Refer to manufacturer’s Installation Manual for
details.

NOTE: Formerly 7135-0087:132

*Rev. 06-16-2003

e
/ }? = This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test
I:n*m%q}.;) results and/or other data but does not make an independent verification of any claims. This listing is not an endorsement or
TI '1.£].|\ recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation
L F criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.

Date Issued: JUNE 16, 2003 Listing Expires June 30, 2004

Authorized By: DIANE K. AREND, Senior Deputy
Program Manager



CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION
OFFICE OF THE STATE FIRE MARSHAL
FIRE ENGINEERING - BUILDING MATERIALS LISTING PROGRAM

LISTING SERVICE

LISTING No. 7770-1209:147 Page 1 of 1
CATEGORY: Valves/Switches
LISTEE: System Sensor, 3825 Ohio Ave., St. Charles IL 60174

Contact: *Trish Linhart (630) 377-6674 Fax (630) 377-7245

DESIGN: Models EPS10-1, EPS10-2, EPS40-1, EPS40-2, EPS120-1 and EPS120-2 pressure
switches and Model 546-8000 cover tamper switch. Suitable for use in dry or wet pipe
systems. Suitable for indoor or outdoor use. Refer to listee's data sheet for detailed
product description and operational considerations.

RATING: EPS10: 4-20 psi
EPS40: 10-100 psi
EPS120: 10-200 psi
INSTALLATION: In accordance with listee’s printed installation instructions, applicable codes and ordinances

and in a manner acceptable to the authority having jurisdiction.

MARKING: Listee's name, model designation, electrical rating, pressure range and UL label.

APPROVAL.: Listed as pressure switches for use in dry or wet pipe fire sprinkler systems.

*Rev. 06-16-2003

B
/ _}.1.-?. = This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test
I:n'*lf.%{?.}/] results and/or other data but does not make an independent verification of any claims. This listing is not an endorsement or
TI ﬁr recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation
! criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.
Date Issued: JUNE 16, 2003 Listing Expires June 30, 2004

Authorized By: DIANE K. AREND, Senior Deputy
Program Manager
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MARKING:

APPROVAL:

CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION
OFFICE OF THE STATE FIRE MARSHAL
FIRE ENGINEERING - BUILDING MATERIALS LISTING PROGRAM

LISTING SERVICE

7770-1209:149 Page 1 of 1
Valves/Switches

System Sensor, 3825 Ohio Ave., St. Charles IL 60174
Contact: *Trish Linhart (630) 377-6674 Fax (630) 377-7245

Models PIBV2 and OSY2 valve supervisory switches. Suitable for outdoor use. Refer to
listee's data sheet for detailed product description and operational considerations.

In accordance with listee's printed installation instructions, applicable codes and
ordinances and in a manner acceptable to the authority having jurisdiction.

Listee's name, model designation, electrical rating and UL label.

Listed as valve supervisory switches for use in fire sprinkler systems. Suitable for
outdoor use.

*Rev. 06-16-2003
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Date Issued:

Authorized By:

This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test
results and/or other data but does not make an independent verification of any claims. This listing is not an endorsement or
recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation
criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.

JUNE 16, 2003 Listing Expires June 30, 2004

DIANE K. AREND, Senior Deputy
Program Manager



CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION
OFFICE OF THE STATE FIRE MARSHAL
FIRE ENGINEERING - BUILDING MATERIALS LISTING PROGRAM

LISTING SERVICE

LISTING No. 3240-1209:155 Page 1 of 1
CATEGORY: Duct Smoke Detector Housing/Base
LISTEE: System Sensor, 3825 Ohio Avenue, St. Charles, IL 60174

Contact: Trish Linhart (630) 377-6674 Fax (630) 377-7245

DESIGN: Duct smoke detector units, Models DH100P, DH100LP, DH100ACDCP, DH100ACDCLP,
DH100ACDCLPX, DH100ACDCLWP, EDH100LP, EDH100ACDCLP, DH100ACDCI,
DH200P, *DH200PL, DH200RP, *DH200RPL, DH400, DH400ACDC, DH400ACDCIR,
DH400ACDCP5V, DH400ACDCI5V, DH400ACDCIHT, DH400REL, DH500, DH500ACDC,
P270-1000I and P270-1000P. Unit consists of a housing, relay, electrical components,
sampling and exhaust tubes and a listed detector head.

Series DH100, DH400, EDH and P270 are intended for use with Models 1451DH (CSFM
Listing No. 7271-1209:126) and 2451 (CSFM Listing No. 7272-1209:131) detector heads for
open area protection which have been tested for duct applications. Model DH400ACDCIHT
is intended for use with Model 1451DHHT smoke detector (CSFM Listing No. 7271-
1209:126)

Series DH500 are intended for use with Models 1551 (CSFM Listing No. 7271-1209:106)
and 2551 (CSFM Listing No. 7272-1209:107) detector heads for open area which have been
tested for duct applications.

Refer to listee's data sheet for additional detailed product description and operational
considerations.

INSTALLATION: In accordance with listee's printed installation instruction, applicable codes and ordinances and
in a manner acceptable to the authority having jurisdiction. Model DH400ACDCIHT may be
used with model DH4000E-1 (Hoffman Model A-18R126) enclosure for outdoor application.

MARKING: Listee's name, model designation, air velocity rating and UL label.

APPROVAL: Listed as duct detector units when used with listee's separately listed compatible fire alarm
control units. Intended for use in HYAC systems having air velocities between 500 -4000 ft/min.
Models DH100LP, EDH100LP, DH100ACDCLP, DH100ACDCLPX, DH100ACDCLWP *DH200PL,
*DH200RPL and EDH100ACDCLP intended for use in HVAC systems having air velocities
between 100 -4000 ft/min. Also suitable for use as a stand alone unit where permitted.

NOTE: Formerly 3240-1209:137 & 139
*Rev. 02-18-2003 JEW
1?_-|
g -':,:\l“__‘x This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test
[i‘lﬂ%:-}/] results and/or other data but does not make an independent verification of any claims. This listing is notan endorsement or
TI '1-@]-" recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation
— criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.
Date Issued: JUNE 16, 2003 Listing Expires June 30, 2004

Authorized By: DIANE K. AREND, Senior Deputy
Program Manager
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CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION
OFFICE OF THE STATE FIRE MARSHAL
FIRE ENGINEERING - BUILDING MATERIALS LISTING PROGRAM

LISTING SERVICE

7271-1209:157 Page 1 of 1
lonization Smoke Detector

System Sensor, 3825 Ohio Ave., St. Charles IL 60174
Contact: *Trish Linhart (630) 377-6674 Fax (630) 377-7245

Model 1100, 1112/24,1112/24B and 1151 ionization smoke detectors. Model 1100isa 2-
wire smoke detector, Model 1112/24 and 1112/24B are 4-wire smoke detectors. Refer to
listee's data sheet for additional detailed product description and operational considerations.

In accordance with listee's printed installation instructions, applicable codes and ordinances
and in a manner acceptable to the authority having jurisdiction.

Listee's name, model number, electrical rating and UL label.

Listed as ionization smoke detectors when used in conjunction with listee's separately listed
electrically compatible fire alarm control units and bases.

*Rev. 06-16-2003
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Date Issued:

Authorized By:

This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test
results and/or other data but does not make an independent verification of any claims. This listing is not an endorsement or
recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation
criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.

JUNE 16, 2003 Listing Expires June 30, 2004

DIANE K. AREND, Senior Deputy
Program Manager
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APPROVAL.:

CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION
OFFICE OF THE STATE FIRE MARSHAL
FIRE ENGINEERING - BUILDING MATERIALS LISTING PROGRAM

LISTING SERVICE

7271-1209:158 Page 1 of 1
lonization Smoke Detector

System Sensor, 3825 Ohio Ave., St. Charles IL 60174
Contact: *Trish Linhart (630) 377-6674 Fax (630) 377-7245

Models 1251 and 1251B ionization smoke detectors. Refer to listee's data sheet for
detailed product description and operational considerations.

In accordance with listee's printed installation instructions, applicable codes & ordinances
and in a manner acceptable to the authority having jurisdiction.

Listee's name, model number, electrical rating and UL label.

Listed as an ionization smoke detectors when used in conjunction with listee's listed Model
B210LP, B501, and B501BH bases (CSFM Listing No. 7300-1209:128) and separately
listed compatible fire alarm control units.

Units are suitable for open area protection at air velocities up to 500 fpm for Model1251 and
1200 fpm for Model1251B.

*Rev. 06-16-2003 JEW

This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test
_._v results and/or other data but does not make an independent verification of any claims. This listing is not an endorsement or
ﬁ%L recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation

criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.

Date Issued:

Authorized By:

JUNE 16, 2003 Listing Expires June 30, 2004

DIANE K. AREND, Senior Deputy
Program Manager



LISTING No.
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DESIGN:
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MARKING:

APPROVAL:

CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION
OFFICE OF THE STATE FIRE MARSHAL
FIRE ENGINEERING - BUILDING MATERIALS LISTING PROGRAM

LISTING SERVICE

7272-1209:159 Page 1 of 1
Photoelectric Smoke Detector

System Sensor, 3825 Ohio Ave., St. Charles IL 60174
Contact: *Trish Linhart (630) 377-6674 Fax (630) 377-7245

Model 2100, 2100T, 2112TL, 2112/24, 2112/24B, 2112/24D, 2112/24T, 2112/24TB,
2112/24TD, 2112/24TSR, 2112/24TSRB, 2100D, 2100TD and 2151 photoelectric
smoke detectors. Models 2100, 2100T, 2100D, 2100TD and 2151 are 2-wire and
Models 2112TL, 2112/24D, 2112/24TD, 2112/24, 2112/24B, 2112/24T, 2112/24TB,
2112/24TSR and 2112/24TSRB are 4-wire. Model with suffix -T employs a
supplemental thermistor type heat sensor. Refer to listee's data sheet for additional
detailed product description and operational considerations.

Electrical: 8.5 to 32 VDC

In accordance with listee's printed installation instructions and applicable codes and
ordinances. Suitable in open areas with air velocities between 0-3000 ft/min.

Listee's name, model number, electrical rating and UL label.

Listed as photoelectric smoke detectors when used in conjunction with separately listed
compatible fire alarm control units and bases. For wall and ceiling mount.

*Rev. 06-16-2003
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Date Issued:

Authorized By:

This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test
results and/or other data but does not make an independent verification of any claims. This listing is not an endorsement or
recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation
criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.

JUNE 16, 2003 Listing Expires June 30, 2004

DIANE K. AREND, Senior Deputy
Program Manager



LISTING No.

CATEGORY:

LISTEE:

DESIGN:

INSTALLATION:

MARKING:

APPROVAL:

NOTE:

CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION
OFFICE OF THE STATE FIRE MARSHAL
FIRE ENGINEERING - BUILDING MATERIALS LISTING PROGRAM

LISTING SERVICE

7272-1209:160 Page 1 of 1
Photoelectric Smoke Detector

System Sensor, 3825 Ohio Ave., St. Charles IL 60174
Contact: *Trish Linhart (630) 377-6674 Fax (630) 377-7245

Models 2251, 2251B, 2251T, Filtrex FTX-P1, 2251TM, 2251TB and 2251TMB
photoelectric smoke detector. Models 2251T, 2251TM, 2251TB and 2251TMB employ
a 135°F supplement integral heat sensor which only assists in a fire situation. This
thermal circuitry is NOT approved for use in lieu of a required heat detector. Refer to
listee's data sheet for detailed product description and operational considerations.

In accordance with listee's printed installation instructions, applicable codes and ordinances
and in a manner acceptable to the authority having jurisdiction.

Listee's name, model number, electrical rating and UL label.

Listed as photoelectric smoke detectors when used in conjunction with listee's
separately listed compatible fire alarm control units and bases. Suitable for open areas
with air velocity between 0-4000 fpm. Models 2251, 2251B, 2251TB and 2251TMB
also are suitable for installation inside ducts with a maximum air velocity of 4000 fpm.

The photoelectric type detectors are generally more effective at detecting slow,
smoldering fires which smolder for hours before bursting into flame. Sources of these
fires may include cigarettes burning in couches or bedding. The ionization type detectors
are generally more effective at detecting fast, flaming fires that consume combustible
materials rapidly and spread quickly. Sources of these fires may include paper burning in
a waste container or a grease fire in the kitchen.

*Rev. 06-16-2003 BH

This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test
_._v results and/or other data but does not make an independent verification of any claims. This listing is not an endorsement or
ﬁ@%ﬂv recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation

criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.
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Program Manager
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7300-1209:161 Page 1 of 1
Misc. Device/Control Unit Accessories

System Sensor, 3825 Ohio Ave., St. Charles IL 60174
Contact: *Trish Linhart (630) 377-6674 Fax (630) 377-7245

Model A77-716B relay module. Refer to listee's data sheet for detailed product description
and operational considerations.

In accordance with listee's printed installation instructions, applicable codes and ordinances
and in a manner acceptable to the authority having jurisdiction.

Listee's name, model number, electrical rating and UL label.

Listed as relay module for use with separately listed compatible control unit.

*Rev. 06-16-2003
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Date Issued:

Authorized By:

This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test
results and/or other data but does not make an independent verification of any claims. This listing is not an endorsement or
recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation
criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.

JUNE 16, 2003 Listing Expires June 30, 2004

DIANE K. AREND, Senior Deputy
Program Manager



LISTING No.

CATEGORY:

LISTEE:

DESIGN:

INSTALLATION:

MARKING:

APPROVAL:

XLF:

CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION
OFFICE OF THE STATE FIRE MARSHAL
FIRE ENGINEERING - BUILDING MATERIALS LISTING PROGRAM

LISTING SERVICE

7135-1209:164 Page 1 of 1
Audible Signal Device

System Sensor, 3825 Ohio Avenue, St. Charles,IL 60174
Contact: *Trish Linhart (630) 377-6674 Fax (630) 377-7245

Models SSM24-6, -8, and -10 series motor driven bells. Intended for outdoor use with
used with model WBB backboxes.

In accordance with listee's printed installation instructions, applicable codes and
ordinances and in a manner acceptable to the authority having jurisdiction.

Listee's name, model number, electrical rating and UL label.

Listed as audible devices for use with separately listed compatible control units.

If this appliance is required to produce a distinctive three-pulse Temporal Pattern Fire
Alarm Evacuation Signal (for total evacuation) in accordance with NFPA 72, 1999

Edition, the appliance must be used with a fire alarm control unit that can generate the
temporal pattern signal. Refer to manufacturer’s Installation Manual for details.

7135-0587:005

*Rev. 06-16-2003
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] results and/or other data but does not make an independent verification of any claims. This listing is not an endorsement or
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7300-1209:165 Page 1 of 1
Misc. Devices/Control Unit Accessories

System Sensor, 3825 Ohio Ave, St Charles IL 60504
Contact: *Trish Linhart (630) 377-6674 Fax (630) 377-7245

Models B224BI, B224RB, B524BI, B524RB and B501B-FTX smoke detector bases.
Suffix "BI" denotes isolator base and "RB" denotes relay base. Refer to listee's data
sheet for detailed product description and operational considerations.

In accordance with listee's printed installation instructions, applicable codes and ordinances
and in a manner acceptable to the authority having jurisdiction.

Listee's name, model number, electrical rating, and UL label.

Listed as smoke detector bases for use with separately listed compatible detector heads
and fire alarm control panels.

*Rev. 06-16-2003
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Date Issued:

Authorized By:

This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test
results and/or other data but does not make an independent verification of any claims. This listing is not an endorsementor
recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation
criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.

JUNE 16, 2003 Listing Expires June 30, 2004

DIANE K. AREND, Senior Deputy
Program Manager



CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION
OFFICE OF THE STATE FIRE MARSHAL
FIRE ENGINEERING - BUILDING MATERIALS LISTING PROGRAM

LISTING SERVICE

LISTING No. 7300-1209:166 Page 1 of 1
CATEGORY': Misc. Device/Control Unit Accessories
LISTEE: System Sensor, 3825 Ohio Avenue, St. Charles IL 60174

Contact: *Trish Linhart (630) 377-6674 Fax (630) 377-7245

DESIGN: Model M502M monitor module. The unit is intended to support 2-wire detectors. Refer to
listee's data sheet for detailed product description and operational considerations.

RATING: Primary operating supply 22.1 - 27.3 VDC

INSTALLATION: In accordance with listee's printed installation instructions, applicable codes and ordinances
and in a manner acceptable to the authority having jurisdiction.

MARKING: Listee's name, model number, and UL label.
APPROVAL.: Listed as monitor module for use with separately listed compatible fire alarm control units.
*Rev. 06-16-2003
1?_-|
(EwEge,  This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test
I:n'*lf.%{?.}/] results and/or other data but does not make an independent verification of any claims. This listing is not an endorsement or
TI ﬁr recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation
! criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.
Date Issued: JUNE 16, 2003 Listing Expires June 30, 2004

Authorized By: DIANE K. AREND, Senior Deputy
Program Manager
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LISTING SERVICE

LISTING No. 7135-1209:173 Page 1 of 1
CATEGORY: Audible Devices
LISTEE: System Sensor, 3825 Ohio Ave, St Charles IL 60174

Contact: *Trish Linhart (630) 377-6674 Fax (630) 377-7245

DESIGN: Models P1215, P121575, P2415, P241575, P2430, P2460, P2475, P2495 and
P24110 horn/strobes with or without suffix -W (white color) and suffix F for FUEGO
design, suffix AG for AGENT, suffix EV for EVAC and P for plain plastic housing. Suffix -
F, -EV and -AG are available for all models. Refer to listee's data sheet for additional
detailed product description and operational considerations.

RATING: Electrical: -12: 10.5-17 VvDC
-24: 20 -30VDC
Candela: -15: 15cd
-1575: 15cd, 75cd on axis
-30: 30cd
-60: 60cd
-95: 95cd
-75: 75cd
-110: 110cd
INSTALLATION: In accordance with listee's printed installation instructions, applicable codes & ordinances

and in a manner acceptable to the authority having jurisdiction. These sounder/strobe
combination units are not intended for field assembly.

MARKING: Listee's name, model number, rating and UL label.

APPROVAL.: Listed as horn strobes for use with separately listed compatible fire alarm control units.
Suitable for the hearing impaired application. For wall mount and indoor use only.

Units can generate the distinctive three-pulse Temporal Pattern Fire Alarm Evacuation
Signal (for total evacuation) in accordance with NFPA 72, 1999 Edition. Refer to
manufacturer’s Installation Manual for details.

NOTE: Models P1215 and P121575 are NOT intended for Public Mode Fire Alarm Service when
used on 12 V control panel at low volume.

*Rev. 06-16-2003

B
/ _}.1.-?. = This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test
I:n'*lf.%{?.}/] results and/or other data but does not make an independent verification of any claims. This listing is not an endorsement or
TI ﬁr recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation
___J criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.
Date Issued: JUNE 16, 2003 Listing Expires June 30, 2004
Authorized By: DIANE K. AREND, Senior Deputy

Program Manager



CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION
OFFICE OF THE STATE FIRE MARSHAL
FIRE ENGINEERING - BUILDING MATERIALS LISTING PROGRAM

LISTING SERVICE

LISTING No. 7125-1209:174 Page 1 of 1
CATEGORY': Fire Alarm Devices for Hearing Impaired
LISTEE: System Sensor, 3825 Ohio Avenue, St. Charles IL 60174

Contact: *Trish Linhart (630) 377-6674 Fax (630) 377-7245

DESIGN: Models S1215, S2415, S2475, S2430, S2460, S2495, S24110, S121575 and
S241575 strobe lights. Model number may be followed by suffix -W indicating color
white, and/or suffix -F, -AG, -P or -EV. Refer to listee's data sheet for detailed product
description and operational considerations.

RATING: Electrical: -12: 10.5-17 VvDC
-24: 20 -30VDC
Candela: -15: 15cd
-1575: 15cd, 75cd on axis
-30: 30cd
-60: 60cd
-75: 75cd
-95: 95cd
-110: 110cd
INSTALLATION: In accordance with listee's printed installation instructions, applicable codes & ordinances

and in a manner acceptable to the authority having jurisdiction.

MARKING: Listee's name, model number, electrical and candela rating and UL label.

APPROVAL.: Listed as strobe lights suitable for the hearing impaired for use with separately listed
compatible fire alarm control unit. For wall mount and indoor use only.

*Rev. 06-16-2003

B
/ _}.1.-?. = This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test
I:n'*lf.%{?.}/] results and/or other data but does not make an independent verification of any claims. This listing is not an endorsementor
TI ﬁr recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation
! criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.
Date Issued: JUNE 16, 2003 Listing Expires June 30, 2004

Authorized By: DIANE K. AREND, Senior Deputy
Program Manager



CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION
OFFICE OF THE STATE FIRE MARSHAL
FIRE ENGINEERING - BUILDING MATERIALS LISTING PROGRAM

LISTING SERVICE

LISTING No. 7300-1209:176 Page 1 of 1
CATEGORY: Misc. Devices/Control Unit Accessories
LISTEE: System Sensor, 3825 Ohio Ave., St. Charles IL 60174

Contact: *Trish Linhart (630) 377-6674 Fax (630) 377-7245

DESIGN: Models MOD400, DORMOD and TM80 smoke detector sensitivity tester. Unit is a field
sensitivity test module kit designed to test the relative sensitivity of conventional smoke
detectors. Refer to listee's data sheet for additional detailed product description and
operational considerations.

INSTALLATION: For use in accordance with listee’s printed installation instructions, applicable codes and
ordinances and in a manner acceptable to the authority having jurisdiction.

MARKING: Listee's name, model number and UL label.
APPROVAL.: Listed as accessory devices for use to test smoke detector sensitivity.
NOTE: Formerly 7300-0087:129
*Rev. 06-16-2003
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(Ewmee,  This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test
I:n'*lf.%{?.}/] results and/or other data but does not make an independent verification of any claims. This listing is not an endorsement or
TI ﬁr recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation
! criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.

Date Issued: JUNE 16, 2003 Listing Expires June 30, 2004

Authorized By: DIANE K. AREND, Senior Deputy
Program Manager



CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION
OFFICE OF THE STATE FIRE MARSHAL
FIRE ENGINEERING - BUILDING MATERIALS LISTING PROGRAM

LISTING SERVICE

LISTING No. 7300-1209:177 Page 1 of 1
CATEGORY: Misc. Device/Control Unit Accessories
LISTEE: System Sensor, 3825 Ohio Ave, St. Charles IL 60174

Contact: *Trish Linhart (630) 377-6674 Fax (630) 377-7245

DESIGN: Models RMK400 and SMB-600 smoke detector mounting Kits.

Model RMK400 recessed mounting kit is intended for use with System Sensor’s listed
Models 5451, 5551, 5551R, 1451, 2451, 2151, 2251; Notifier's Models SDX-551, CPX-
551, FDX-551, FDX-551R and Honeywvell's listed Models TC806A Series, TC806B Series,
TC807A Series, TC804C Series, TC805C Series and TC804D Series smoke detectors.

Model SMB-600 surface mounting kit is intended for use with System Sensor's listed Models
1451, 2451, 2551, 1551; Notifier's listed Models SDX-551, CPX-551, and honeywell's
listed Models TC806A-1003 smoke detectors.

Refer to listee's data sheet and the smoke detector listings (CSFM) for additional detailed

product description and operation consideration.

INSTALLATION: In accordance with listee’s printed installation instructions, applicable codes & ordinances
and in a manner acceptable to the authority having jurisdiction.

MARKING: Listee's name, model designation and UL label.
APPROVAL.: Listed as smoke detector mounting kit for use with Models described under "Design".
*Rev. 06-16-2003
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JgwEge,  This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test
I:n'*lf.%{?.}/] results and/or other data but does not make an independent verification of any claims. This listing is not an endorsement or
TI ﬁr recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation
__J criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.
Date Issued: JUNE 16, 2003 Listing Expires June 30, 2004
Authorized By: DIANE K. AREND, Senior Deputy

Program Manager



CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION
OFFICE OF THE STATE FIRE MARSHAL
FIRE ENGINEERING - BUILDING MATERIALS LISTING PROGRAM

LISTING SERVICE

LISTING No. 7300-1209:179 Page 1 of 1
CATEGORY: Misc. Devices/Control Unit Accessories
LISTEE: System Sensor, 3825 Ohio Ave, St Charles IL 60504

Contact: *Trish Linhart (630) 377-6674 Fax (630) 377-7245

DESIGN: Models MDL, MDLW sync modules. These modules are for use with listee’s separately listed
compatible horns and strobes. Refer to listee's data sheet for additional detailed product
description and operational considerations.

RATING: 12 or 24 VDC

INSTALLATION: In accordance with listee's printed installation instructions, applicable codes and ordinances
and in a manner acceptable to the authority having jurisdiction.

MARKING: Listee's name, product designation and UL label.
APPROVAL: Listed as sync modules for use with listee’s separately listed compatible horns and strobes.
*Rev. 06-16-2003
1?_-|
(Ewmee,  This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test
I:n'*lf.%{?.}/] results and/or other data but does not make an independent verification of any claims. This listing is not an endorsement or
TI ﬁr recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation
' criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.
Date Issued: JUNE 16, 2003 Listing Expires June 30, 2004

Authorized By: DIANE K. AREND, Senior Deputy
Program Manager
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OFFICE OF THE STATE FIRE MARSHAL
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LISTING SERVICE

7125-1209:181 Page 1 of 1
Fire Alarm Devices for the Hearing Impaired

System Sensor, 3825 Ohio Avenue, St. Charles IL 60174
Contact: *Trish Linhart (630) 377-6674 Fax (630) 377-7245

Models S1215K, S121575K, S2415K, S2430K, S2460K, S2475K, S241575K, S2495K
and S24110K strobe lights. Model number may be followed by suffix -W (white color)
and/or -F, -AG or -EV. Intended for wall mount only.

Models S2475 strobe lights. Model number may be followed by suffix RLP, ALP, GLP, or
BLP, may or may not be followed by W. Intended for wall mount only.

Models DS2475 strobe lights. Model number may be followed by suffix —W(white color)

and/or A, R, B or G. Intended for wall or ceiling mount.

Refer to listee's data sheet for additional detailed product description and operational
considerations.

20 -30VDC

In accordance with listee's printed installation instructions, NFPA 72, applicable codes &
ordinances and in a manner acceptable to the authority having jurisdiction.

Listee's name, model number, electrical rating and UL label.

Listed as strobe lights suitable for the hearing impaired application when used with
separately listed compatible fire alarm control units. For indoor use only.

*Rev. 06-16-2003

This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test
_._v results and/or other data but does not make an independent verification of any claims. This listing is not an endorsement or
ﬁ@%ﬂv recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation

criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.

Date Issued:

Authorized By:

JUNE 16, 2003 Listing Expires June 30, 2004

DIANE K. AREND, Senior Deputy
Program Manager
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CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION
OFFICE OF THE STATE FIRE MARSHAL
FIRE ENGINEERING - BUILDING MATERIALS LISTING PROGRAM

LISTING SERVICE

7125-1209:182 Page 1 of 1
Fire Alarm Devices for the Hearing Impaired

System Sensor, 3825 Ohio Avenue, St. Charles IL 60174
Contact: *Trish Linhart (630) 377-6674 Fax (630) 377-7245

Models P1215K, P121575K, P2415K, P2430K, P2460K, P2475K, P241575K, P2495K
and P24110K horn/strobes. Suffix -K indicating extended indoor operating temperature
range of 32°FF to 150° F and a NEMA 3R enclosure rating. Refer to listee's data sheet
for additional detailed product description and operational considerations.

20-30VDC

In accordance with listee's printed installation instructions, NFPA 72, applicable codes &
ordinances and in a manner acceptable to the authority having jurisdiction.

Listee's name, model number, electrical rating and UL label.

Listed as horn strobes suitable for the hearing impaired application when used with
separately listed compatible fire alarm control units. For indoor use and wall mount only.

These units can generate a distinctive three-pulse Temporal Pattern Fire Alarm

Evacuation Signal (for total evacuation) in accordance with NFPA 72, 1999 Edition. Refer
to manufacturer’s Installation Manual for details.

*Rev. 6-16-2003
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= This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test
'm'-%‘c' ] results and/or other data but does not make an independent verification of any claims. This listing is not an endorsement or
recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation
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CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION
OFFICE OF THE STATE FIRE MARSHAL
FIRE ENGINEERING - BUILDING MATERIALS LISTING PROGRAM

LISTING SERVICE

7272-1209:183 Page 1 of 1
Photoelectric Smoke Detector

System Sensor, 3825 Ohio Ave., St. Charles IL 60174
Contact: *Trish Linhart (630) 377-6674 Fax (630) 377-7245

Models 2100TR, 2100AT, 2112/24R, 2112/24TR, 2112/24ATR and 2112/24AITR
photoelectric type smoke detectors. Models 2100AT and 2100TR are 2-wire detectors
and Models 2112/24R, 2112/24TR, 2112/24ATR and 2112/24AITR are 4-wire
detectors. Model with suffix -T employs a supplemental thermistor type heat sensor.
Models 2100AT, 2112/24ATR, and 2112/24AITR also have an integral supplemental
sounder that can produce the three-pulse temporal code pattern. Refer to listee's data
sheet for additional detailed product description and operational considerations.

Electrical: 8.5 to 35 VDC

In accordance with listee's printed installation instructions and applicable codes and
ordinances. Suitable in open areas with air velocities between 0-300 ft/min.

Listee's name, model number, electrical rating and UL label.

Listed as photoelectric smoke detectors when used in conjunction with separately listed
compatible fire alarm control units and bases. For wall and ceiling mount.

Integral heat sensor and sounder are intended for use as a supplemental device only. Not
suitable for use in-lieu of the required devices.

*Rev. 06-16-2003

This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test
_._v results and/or other data but does not make an independent verification of any claims. This listing is not an endorsement or
ﬁ@%ﬂv recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation

criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.

Date Issued:

Authorized By:

JUNE 16, 2003 Listing Expires June 30, 2004

DIANE K. AREND, Senior Deputy
Program Manager



CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION
OFFICE OF THE STATE FIRE MARSHAL
FIRE ENGINEERING - BUILDING MATERIALS LISTING PROGRAM

LISTING SERVICE

LISTING No. 7271-1209:185 Page 1 of 1
CATEGORY: lonization Smoke Detector
LISTEE: System Sensor, 3825 Ohio Ave., St. Charles IL 60174

Contact: *Trish Linhart (630) 377-6674 Fax (630) 377-7245

DESIGN: Models 1151EIS, 1100D, 1112/24D ionization smoke detectors. Model 1100D is a 2-
wire smoke detector that utilizes a snap-in terminal block for system connection. Model
1112/24D is a 4-wire smoke detector that uses the same terminal block as Model
1100D. Refer to listee's data sheet for additional detailed product description and
operational considerations.

INSTALLATION: In accordance with listee’s printed installation instructions, applicable codes and ordinances
and in a manner acceptable to the authority having jurisdiction.

MARKING: Listee's name, model number, electrical rating and UL label.

APPROVAL.: Listed as ionization smoke detectors when used in conjunction with separately listed
electrically compatible fire alarm control units and bases.

*Rev. 06-16-2003
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/ _}.1.-?. = This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test
I:n'*lf.%{?.}/] results and/or other data but does not make an independent verification of any claims. This listing is not an endorsement or
TI ﬁr recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation
! criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.

Date Issued: JUNE 16, 2003 Listing Expires June 30, 2004

Authorized By: DIANE K. AREND, Senior Deputy
Program Manager



CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION
OFFICE OF THE STATE FIRE MARSHAL
FIRE ENGINEERING - BUILDING MATERIALS LISTING PROGRAM

LISTING SERVICE

LISTING No. 7320-1209:186 Page 1 of 1
CATEGORY:: Speakers
LISTEE: System Sensor, 3825 Ohio Avenue, St. Charles, IL 60174

Contact: *Trish Linhart (630) 377-6674 Fax (630) 377-7245

DESIGN: Models SP200W, SP200R, SP201W and SP201R speakers; Models SP2W2415,
SP2R2415, SP2W2430, SP2R2430, SP2R2475, SP2W2475, SP2W241575,
SP2R241575, SP2W24110, SP2R24110, SP2R1224MC and SP2W1224MC
speaker/Strobes. Models SP200W and SP200R are 8" round speakers. Models SP201W
and SP201R are 5" square speakers. Suffix "W and "R" indicates color white and red
respectively. The SP series speaker/strobes employ the SP200W speaker assembly and
listed strobe models S2415, S2430, S2475, S241575 and S24110 (CSFM Listing No.
7125-1209:181). Refer to listee’s data sheet for additional detailed product description
and operational considerations.

RATING: 25 and 70.7 Vrms
1/4, 1/2, 1, 2 Wattage Taps
Candela Rating: 15cd, 30cd, 15/75cd, 75cd and 110cd
SP2R1224MC and SP2W1224MC: Selectable 15cd, 15/75cd, 30cd, 75cd or 110 cd

INSTALLATION: In accordance with listee’s printed installation instructions, applicable codes and ordinances
and in a manner acceptable to the authority having jurisdiction. Models SP200W and
SP200R are intended for ceiling mount. Models SP201W and SP201R are intended for use
for wall mount.

MARKING: Listee's name, model number, electrical rating and UL label.

APPROVAL.: Listed as speakers or speaker/strobes for use with separately listed compatible fire alarm
control units.

If the distinctive three-pulse Temporal Pattern Fire Alarm Evacuation Signal (for total
evacuation) in accordance with NFPA 72, 1999 Edition is required, the appliances must
be used with a fire alarm control unit that can generate the temporal pattern signal.
Refer to listee's Installation Instructions Manual for details.

*Rev. 06-16-2003 BH
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/ _}.1.-?. = This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test
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! criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.
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CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION
OFFICE OF THE STATE FIRE MARSHAL
FIRE ENGINEERING - BUILDING MATERIALS LISTING PROGRAM

LISTING SERVICE

7272-1209:187 Page 1 of 1
Photoelectric Smoke Detector

System Sensor, 3825 Ohio Ave., St. Charles IL 60174
Contact: *Trish Linhart (630) 377-6674 Fax (630) 377-7245

Models 2100S, 2100TS, 2112/24S and 2112/24TS photoelectric type smoke detectors.
Models 2100S and 2100TS are 2-wire smoke detectors. Models 2112/24S and
2112/24TS are 4-wire smoke detectors. Models 2100TS and 2112/24TS employ a
supplemental thermistor type heat sensor. Refer to listee's printed data sheet for
additional detailed product description and operational considerations.

8.5-32VDC

In accordance with listee's printed installation instructions, applicable codes and ordinances
and in a manner acceptable to the authority having jurisdiction. For vertical wall or ceiling
mount.

Listee's name, model number, electrical rating and UL label.

Listed as photoelectric smoke detectors for use with separately listed compatible fire alarm
control units. Suitable for installation in open areas with air velocity range from 0-3000
ft/min.

*Rev. 06-16-2003

%‘fé

= This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test
'm'-%‘c' ] results and/or other data but does not make an independent verification of any claims. This listing is not an endorsementor
recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation

criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.

Date Issued:

Authorized By:

JUNE 16, 2003 Listing Expires June 30, 2004

DIANE K. AREND, Senior Deputy
Program Manager



CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION
OFFICE OF THE STATE FIRE MARSHAL
FIRE ENGINEERING - BUILDING MATERIALS LISTING PROGRAM

LISTING SERVICE

LISTING No. 7257-1209:190 Page 1 of 1
CATEGORY: Single/Multiple Station Smoke Detector-Photoelectric
LISTEE: System Sensor, 3825 Ohio Avenue, St. Charles, IL 60174

Contact: *Trish Linhart (630) 377-6674 Fax (630) 377-7245

DESIGN: Model 2012H single and multiple station, 120 VAC powered photoelectric type smoke
detector with Model Part No. A77-727-01 power supply. Up to 12 detectors can be
connected together. Refer to listee's data sheet for additional detailed product
description and operational considerations.

RATING: 120 VAC Primary, 12 VDC Secondary (No Battery Back-up)

INSTALLATION: In accordance with listee's printed installation instructions, applicable codes and ordinances
and in a manner acceptable to the authority having jurisdiction.

MARKING: Listee's name, model number, electrical rating and UL label.

APPROVAL.: Listed as single/multiple station, 120 AC powered photoelectric type smoke detector.
This unit does not have a power back-up source.

This model is non-temporal and is intended for use in occupancies that do not require total
evacuation but perhaps relocation or notification. If a distinctive temporal code pattern fire
alarm signal (for total evacuation) in accordance with NFPA 72, 1999 Edition is required,
do not use this unit. Refer to other listings which provide temporal devices.

NOTE: The photoelectric type detectors are generally more effective at detecting slow,
smoldering fires which smolder for hours before bursting into flame. Sources of these
fires may include cigarettes burning in couches or bedding. The ionization type detectors
are generally more effective at detecting fast, flaming fires which consume combustible
materials rapidly and spread quickly. Sources of these fires may include paper burning in
a waste container or a grease fire in the kitchen.

*Rev. 06-16-2003

B
/ _}.1.-?. = This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test
I:n'*lf.%{?.}/] results and/or other data but does not make an independent verification of any claims. This listing is not an endorsement or
TI ﬁr recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation
! criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.
Date Issued: JUNE 16, 2003 Listing Expires June 30, 2004

Authorized By: DIANE K. AREND, Senior Deputy
Program Manager



CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION
OFFICE OF THE STATE FIRE MARSHAL
FIRE ENGINEERING - BUILDING MATERIALS LISTING PROGRAM

LISTING SERVICE

LISTING NO. 7165-1209:191 Page 1 of 1
CATEGORY': Control Units (Non High-Rise)
LISTEE: System Sensor, 3825 Ohio Avenue, St. Charles, IL 60174

Contact: *Trish Linhart (630) 377-6674 Fax (630) 377-7245

DESIGN: Model PDRP1001 (preaction/deluge); Model PDRP1002 (release). Inherently power-
limited; non-coded; local, auxiliary, remote station (protected premises), proprietary
(protected premises) and central station service; sprinkler supervisory and releasing
device service. Refer to listee's data sheet for system detailed product description and
operational considerations. System components:

4AXTM Transmitter Module 4XZM Relay Module

4XLM Interface Module AXMM Meter Module

DP-4X Dress Panel 4XARB-1 Main Board

4XARB-2 Main Boards 4XARB-4 Main Board
INSTALLATION: In accordance with listee’s printed installation instructions, NFPA 72, applicable codes

and ordinances and in a manner acceptable to the authority having jurisdiction.

MARKING: Listee's name, model number, electrical rating and UL label.
APPROVAL.: Listed as control panels for use with separately listed compatible initiating and indicating
devices.

This control unit does not generate a temporal pattern signal. If the distinctive three-
pulse Temporal Pattern Fire Alarm Evacuation Signal (for total evacuation) in accordance
with NFPA 72, 1999 Edition is required, the control unit must be used with appliances
that can generate the temporal pattern signal. Refer to listee's Installation Instructions
Manual for details.

XLF: 7165-0028:161
*Rev. 06-16-2003
i)

s, This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test
[ n‘*l:.‘-%@{??.} results and/or other data but does not make an independent verification of any claims. This listing is not an endorsement or
| . . o . : . ) .
TI '1.£].\ recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation

i _.rl criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.

Date Issued: JUNE 16, 2003 Listing Expires June 30, 2004

Authorized By: DIANE K. AREND, Senior Deputy
Program Manager
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7270-1209:193 Page 1 of 1
Heat Detector

System Sensor, 3825 Ohio Avenue, St. Charles, IL 60174
Contact: *Trish Linhart (630) 377-6674 Fax (630) 377-7245

Models 5251P, 5251B and 5251H (fixed temperature) and 5251RP and 5251RB (fixed
temperature with Rate-of-Rise) electronic heat detectors. Refer to listee's data sheet for
additional detailed product description and operational considerations.

5215P, 5215RP, *5251B and *5251RB 135° F fixed temperature
5251H 190° F fixed temperature

In accordance with listee's printed installation instructions, applicable codes & ordinances
and in a manner acceptable to the authority having jurisdiction.

Listee's name, model number, electrical ratings, and UL Inc. Label

Listed as heat detectors for use with Model B501 or B210LP base (CSFM Listing No. 7300-
1209:128) and separately listed compatible fire alarm control units.

*Rev. 06-16-2003 JEW

This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test
_._v results and/or other data but does not make an independent verification of any claims. This listing is not an endorsement or
ﬁ%L recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation

criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.

Date Issued:

Authorized By:

JUNE 16, 2003 Listing Expires June 30, 2004

DIANE K. AREND, Senior Deputy
Program Manager



CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION
OFFICE OF THE STATE FIRE MARSHAL
FIRE ENGINEERING - BUILDING MATERIALS LISTING PROGRAM

LISTING SERVICE

LISTING No. 7272-1209:194 Page 1 of 1
CATEGORY: Photoelectric Smoke Detector
LISTEE: System Sensor, 3825 Ohio Ave., St. Charles IL 60174

Contact: *Trish Linhart (630) 377-6674 Fax (630) 377-7245

DESIGN: Models 2001RFH and 2001RFLH recognized component photoelectric type, battery
operated smoke detectors. These detectors are recognized component and do not employ
a battery exclusion device. They are only for use with a system that supervises the
detector battery by providing an audible trouble signal for a minimum of 7 days. They
also do not include the RF transmission PC board. Refer to listee's printed data sheet for
additional detailed product description and operational considerations.

RATING: 9VDC

INSTALLATION: In accordance with listee's printed installation instructions, applicable codes and ordinances
and in a manner acceptable to the authority having jurisdiction.

MARKING: Listee's name, model number, electrical rating and UL label.

APPROVAL.: Listed as recognized component, photoelectric smoke detectors. These models can
generate a distinctive temporal code pattern fire alarm signal (for total evacuation) in
accordance with NFPA 72, 1999 Edition.

NOTE: The photoelectric type detectors are generally more effective at detecting slow,
smoldering fires which smolder for hours before bursting into flame. Sources of these
fires may include cigarettes burning in couches or bedding. The ionization type detectors
are generally more effective at detecting fast, flaming fires which consume combustible
materials rapidly and spread quickly. Sources of these fires may include paper burning in
a waste container or a grease fire in the kitchen.

*Rev. 06-16-2003

B
/ _}.1.-?. = This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test
I:n'*lf.%{?.}/] results and/or other data but does not make an independent verification of any claims. This listing is not an endorsement or
TI ﬁﬁ recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation
criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.

Date Issued: JUNE 16, 2003 Listing Expires June 30, 2004

Authorized By: DIANE K. AREND, Senior Deputy
Program Manager
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7300-1209:196 Page 1 of 1
Misc. Devices/Control Unit Accessories

System Sensor, 3825 Ohio Ave, St Charles IL 60504
Contact: *Trish Linhart (630) 377-6674 Fax (630) 377-7245

Model RTC remote test station kit. Each unit includes a test station, a test coil, and
mounting hardware. The test coil is intended to connect to Model B404B and 404BT
smoke detector base (CSFM Listing No. 7300-1209:128). Refer to listee's data sheet for
detailed product description and operational considerations.

In accordance with listee's printed installation instructions, applicable codes and ordinances
and in a manner acceptable to the authority having jurisdiction.

Listee's name, product designation and UL label.

Listed as a remote test station kit for use with separately listed Model B404B and 404BT
smoke detector bases.

*Rev. 06-16-2003

This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test
_._v results and/or other data but does not make an independent verification of any claims. This listing is not an endorsement or
ﬁ@%ﬂv recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation

criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.

Date Issued:

Authorized By:

JUNE 16, 2003 Listing Expires June 30, 2004

DIANE K. AREND, Senior Deputy
Program Manager
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7300-1209:197 Page 1 of 1
Misc. Devices/Control Unit Accessories

System Sensor, 3825 Ohio Ave, St Charles IL 60504
Contact: *Trish Linhart (630) 377-6674 Fax (630) 377-7245

Model SSK451 signaling accessory. Unit employs a remote test switch with notification
device (for supplemental use only). Refer to listee's data sheet for detailed product
description and operational considerations.

24 VvDC

In accordance with listee's printed installation instructions, applicable codes and ordinances
and in a manner acceptable to the authority having jurisdiction.

Listee's name, product designation and UL label.

Listed as a signaling accessory for use with separately listed compatible fire alarm
control units. Authority having jurisdiction shall be consulted prior to installation. The
notification devices are supplemental and are not approved for use as the primary fire
alarm notification signal appliance.

Rev. 06-16-2003
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= This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test
] results and/or other data but does not make an independent verification of any claims. This listing is not an endorsement or
i recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation

i} criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.

Date Issued:

Authorized By:

JUNE 16, 2003 Listing Expires June 30, 2004

DIANE K. AREND, Senior Deputy
Program Manager
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7300-1209:198 Page 1 of 1
Misc. Device/Control Unit Accessories

System Sensor, 3825 Ohio Avenue, St. Charles, IL 60174
Contact: *Trish Linhart (630) 377-6674 Fax (630) 377-7245

Models M500FP, M500DR control modules and Model M500DM dual monitor module.
Unit is intended to be installed in a standard 4" square junction box. Refer to listee's data
sheet for additional detailed product description and operational considerations.

16-32 VDC

In accordance with listee's printed installation instructions, applicable codes and ordinances
and in a manner acceptable to the authority having jurisdiction.

Listee's name, model number, electrical rating and UL label.

Listed as control unit accessories for use with separately listed compatible fire alarm
control units.

*Rev. 06-16-2003

%‘fé

= This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test
'm'-%‘c' ] results and/or other data but does not make an independent verification of any claims. This listing is not an endorsement or
recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation

criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.

Date Issued:

Authorized By:

JUNE 16, 2003 Listing Expires June 30, 2004

DIANE K. AREND, Senior Deputy
Program Manager



LISTING No.

CATEGORY:

LISTEE:

DESIGN:

RATING:

INSTALLATION:

MARKING:

APPROVAL:

CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION
OFFICE OF THE STATE FIRE MARSHAL
FIRE ENGINEERING - BUILDING MATERIALS LISTING PROGRAM

LISTING SERVICE

7320-1209:200 Page 1 of 1
Speakers

System Sensor, 3825 Ohio Avenue, St. Charles IL 60174
Contact: *Trish Linhart (630) 377-6674 Fax (630) 377-7245

Models SP2C2415, SP2C241575, SP2C2430, SP2C2460, SP2C2475, SP2C2495,
SP2C24115 and SP2C24177 speaker/strobes. Refer to listee's data sheet for additional
detailed product description and operational considerations.

25 Vrms or 70 Vrms
15cd, 15/75cd, 30cd, 60cd, 75cd, 95cd, 115cd, 177cd

In accordance with listee's printed installation instructions, NFPA 72, applicable codes &
ordinances and in a manner acceptable to the authority having jurisdiction.

Listee's name, model number, electrical rating and UL label.

Listed as speaker/strobes suitable for the hearing impaired application when used with
separately listed compatible fire alarm control units. Suitable for wall or ceiling mount.
For indoor use only.

These speaker/strobes do not generate a distinctive three-pulse temporal code pattern
(for total evacuation) as required per NFPA 72, 1999 edition. If required, the appliances
must be used with a fire alarm control unit that can generate the temporal pattern signal.
Refer to listee's Installation Instructions Manual for details.

*Rev. 06-16-2003

This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test
_._v results and/or other data but does not make an independent verification of any claims. This listing is not an endorsement or
ﬁ@%ﬂv recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation

criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.

Date Issued:

Authorized By:

JUNE 16, 2003 Listing Expires June 30, 2004

DIANE K. AREND, Senior Deputy
Program Manager



CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION
OFFICE OF THE STATE FIRE MARSHAL
FIRE ENGINEERING - BUILDING MATERIALS LISTING PROGRAM

LISTING SERVICE

LISTING No. 7125-1209:201 Page 1 of 1
CATEGORY: Fire Alarm Devices for the Hearing Impaired
LISTEE: System Sensor, 3825 Ohio Avenue, St. Charles IL 60174

Contact: *Trish Linhart (630) 377-6674 Fax (630) 377-7245

DESIGN: Models SC2415, SC2415W, SC241575, SC241575W, SC2430, SC2430W, SC2460,
SC2460W, SC2475, SC2475W, SC2495, SC2495W, SC24115, SC24115W, SC24177
and SC24177W synchronized strobe lights. Unit may have suffix -P for plain plastic
housing. Refer to listee's data sheet for additional detailed product description and
operational considerations.

RATING: 16-33 VDC
15cd, 15/75cd, 30cd, 60cd, 75cd, 95cd, 115cd, 177cd

INSTALLATION: In accordance with listee's printed installation instructions, NFPA 72, applicable codes &
ordinances and in a manner acceptable to the authority having jurisdiction.

MARKING: Listee's name, model number, electrical rating and UL label.

APPROVAL.: Listed as strobe lights suitable for the hearing impaired application when used with
separately listed compatible fire alarm control units. Suitable for wall or ceiling mount.
For indoor use only.

*Rev. 06-16-2003

B
/ _}.1.-?. = This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test
I:n'*lf.%{?.}/] results and/or other data but does not make an independent verification of any claims. This listing is not an endorsement or
TI ﬁr recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation
___J criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.
Date Issued: JUNE 16, 2003 Listing Expires June 30, 2004
Authorized By: DIANE K. AREND, Senior Deputy

Program Manager



CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION
OFFICE OF THE STATE FIRE MARSHAL
FIRE ENGINEERING - BUILDING MATERIALS LISTING PROGRAM

LISTING SERVICE

LISTING No. 7770-1209:202 Page 1 of 1
CATEGORY: Valves/Switches
LISTEE: System Sensor, 3825 Ohio Ave, St. Charles IL 60174

Contact: *Trish Linhart (630) 377-6674 Fax (630) 377-7245

DESIGN: Models WFD20EXP, -25EXP, -30EXP, -30-2EXP, -35EXP, -40EXP, -50EXP, -60EXP, and -
80EXP paddle-type wet pipe sprinkler, waterflow indicators. Refer to listee's data sheet
for additional detailed product description and operational considerations.

RATING: Model Size Working Pressure
WFD20EXP 2" 450 psig
WFD25EXP 2-1/2" 450 psig
WFD30EXP 3" 450 psig
WFD35EXP 3-1/2" 450 psig
WFD40 EXP 4" 450 psig
WFD50EXP 5" 450 psig
WFD60 EXP 6" 450 psig
WFD80 EXP 8" 450 psig
WFD30-2EXP 3" 450 psig

INSTALLATION: In accordance with listee's printed installation instructions, applicable codes and ordinances

and in a manner acceptable to the authority having jurisdiction.

MARKING: Listee's name, model number, electrical rating and UL label.

APPROVAL.: Listed as waterflow indicators for use with wet pipe fire sprinkler systems. Suitable for use
in Class I, Group B, C and D; Class Il, Group E, F and G hazardous locations.

*Rev. 06-16-2003

B
/ _}.1.-?. = This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test
I:n'*lf.%{?.}/] results and/or other data but does not make an independent verification of any claims. This listing is not an endorsement or
TI ﬁr recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation
! criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.
Date Issued: JUNE 16, 2003 Listing Expires June 30, 2004

Authorized By: DIANE K. AREND, Senior Deputy
Program Manager
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7770-1209:203 Page 1 of 1
Valves/Switches

System Sensor, 3825 Ohio Ave, St. Charles IL 60174
Contact: *Trish Linhart (630) 377-6674 Fax (630) 377-7245

Models EPS10EXP, EPS40EXP, EPS120EXP pressure switches. Refer to listee's data
sheet for additional detailed product description and operational considerations.

EPS10EXP 4-20 psig
EPS40EXP 10-100 psig
EPS120EXP 10-200 psig

125/250 VAC, 24 VDC

In accordance with listee's printed installation instructions, applicable codes and ordinances
and in a manner acceptable to the authority having jurisdiction.

Listee's name, model number, electrical rating and UL label.

Listed as pressure switches for use with dry or wet pipe fire sprinkler systems. Suitable
for use in Class |, Group B, C and D; Class Il, Group E, F and G hazardous locations.

*Rev. 06-16-2003

This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test
_._v results and/or other data but does not make an independent verification of any claims. This listing is not an endorsement or
ﬁ@%ﬂv recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation

criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.

Date Issued:

Authorized By:

JUNE 16, 2003 Listing Expires June 30, 2004

DIANE K. AREND, Senior Deputy
Program Manager



CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION
OFFICE OF THE STATE FIRE MARSHAL
FIRE ENGINEERING - BUILDING MATERIALS LISTING PROGRAM

LISTING SERVICE

LISTING No. 7135-1209:204 Page 1 of 1
CATEGORY: Audible Devices
LISTEE: System Sensor, 3825 Ohio Ave, St Charles IL 60174

Contact: *Trish Linhart (630) 377-6674 Fax (630) 377-7245

DESIGN: Models "SpectrAlert” PC2415, PC2415W, PC241575, PC241575W, PC2430, PC2430W,
PC2460, PC2460W, PC2475, PC2475W, PC2495, PC2495W, PC24115, PC24115W,
PC24177 and PC24177W horn/strobes. Unit may have suffix -P for plain plastic housing.

Models P2475 horn/strobes with colored lens. Units may have suffix RLP, ALP, GLP or
BLP and may or may not be followed by W. The suffix —P for plain plastic housing. These
models are for private mode signaling use.

Refer to listee's data sheet for additional detailed product description and operational
considerations.

RATING: Electrical: 16-33 VDC, P2475:20-30 VDC
Candela: -15: 15cd
-1575: 15cd, 75cd on axis
-30: 30cd
-60: 60cd
-75: 75cd
-95: 95cd
-115: 115cd
-177: 177cd
INSTALLATION: In accordance with listee's printed installation instructions, applicable codes & ordinances and

in a manner acceptable to the authority having jurisdiction. These sounder/strobe combination
units are not intended for field assembly.

MARKING: Listee's name, model number, rating and UL label.

APPROVAL: Listed as horn strobes for use with separately listed compatible fire alarm control units.
Suitable for hearing impaired application. PC series are suitable for wall or ceiling mount.
For indoor use only.
Units can generate the distinctive three-pulse Temporal Pattern Fire Alarm Evacuation

Signal (for total evacuation) in accordance with NFPA 72, 1999 Edition. Refer to
manufacturer's Installation Manual for details.

*Rev. 06-16-2003

This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test

I' v 3‘2 results and/or other data but does not make an independent verification of any claims. This listing is not an endorsement or

ﬁ%L recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation
criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.

Date Issued: JUNE 16, 2003 Listing Expires June 30, 2004

Authorized By: DIANE K. AREND, Senior Deputy
Program Manager
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7135-1209:206

Audible Devices

System Sensor, 3825 Ohio Ave., St Charles, IL 60174

Contact: *Trish Linhart (630) 377-6674 Fax (630) 377-7245

Models CH12/24 and CH12/24W (white color) electronic chimes. Units have 16

selectable tones and a high/medium/low volume control switch. Refer to listee’s data
sheet for additional detailed product description and operational considerations.

8-33 VDC/FWR

In accordance with listee’s printed installation instructions, applicable codes & ordinances
and in a manner acceptable to the authority having jurisdiction.

Listee’s name, model number, rating and UL label.

Listed as electronic chimes for use with separately listed compatible fire alarm control
units. Suitable for private mode only. For wall mount and indoor use only.

Units can generate the distinctive three-pulse Temporal Pattern Fire Alarm Evacuation

Signal (for total evacuation) in accordance with NFPA 72, 1999 Edition. Refer to
manufacturer’s Installation Manual for details.

*Rev. 06-16-2003
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Date Issued:

Authorized By:

This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test
results and/or other data but does not make an independent verification of any claims. This listing is not an endorsementor
recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation
criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.

JUNE 16, 2003 Listing Expires June 30, 2004

DIANE K. AREND, Senior Deputy
Program Manager
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LISTING NO: 7272-1209:207 Page 1 or 1
CATEGORY: Photoelectric Smoke Detector
LISTEE: System Sensor, 3825 Ohio Ave., St. Charles IL 60174

Contact *Trish Linhart (630) 377-6674 Fax (630) 377-7245

DESIGN: Model 2112/24AT photoelectric type smoke detectors. Units are 4-wire smoke detectors
with a thermistor type heat sensor (135°F) and an integral sounder. Both heat sensor and
sounder are supplemental to the detector and are not intended for use as a required heat
detector or audible notification appliance. Model 2112ATL also employs an integral
temporal code audible device. Refer to listee’s printed data sheet for a dditional detailed
product description and operational considerations.

RATING: 10-35 VDC
INSTALLATION: In accordance with listee’s printed installation instructions, applicable codes and ordinances
and in a manner acceptable to the authority having jurisdiction. For vertical wall or ceiling
mount.
MARKING: Listee’s name, model number, electrical rating and UL label.
APPROVAL: Listed as photoelectric smoke detectors for use with separatelylisted compatible fire alarm
control units. Suitable for installation in open areas with air velocity range from 0-300
ft/min.
*Rev. 06-16-2003
1?_-|
Iy _-_.:,3__1 This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test
Iln'*lf.%l._}/] results and/or other data but does not make an independent verification of any claims. This listing is not an endorsement or
TI '1.@1.1 recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation
A, _.,I criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.

Date Issued: JUNE 16, 2003 Listing Expires June 30, 2004

Authorized By: DIANE K. AREND, Senior Deputy
Program Manager
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LISTING No. 7300-1209:208 Page 1 of 1
CATEGORY: Misc. Devices/Control Unit Accessories
LISTEE: System Sensor, 3825 Ohio Avenue, St. Charles IL 60174

Contact: *Trish Linhart (630) 377-6674 Fax (630) 377-7245

DESIGN: Models S1215K, S121575K, S2415K, S2430K, S2460K, S2475K, S241575K, S2495K
and S24110K strobe lights. Model number may be followed by suffix -W (white color)
and/or -F, -AG or -EV. Refer to listee's data sheet for additional detailed product
description and operational considerations.

RATING: 20 -30VDC

INSTALLATION: In accordance with listee's printed installation instructions, NFPA 72, applicable codes &
ordinances and in a manner acceptable to the authority having jurisdiction.

MARKING: Listee's name, model number, electrical rating and UL label.

APPROVAL.: Listed as non-hearing impaired visual signaling appliances for use with separately listed
compatible fire alarm control units. For indoor/outdoor use and wall mount only. Not
suitable for the hearing-impaired application.

NOTE: Not to be used as a Visual Public Mode Alarm Notification Appliance.

*Rev. 06-16-2003

B
/ _}.1.-?. = This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test
I:n'*lf.%{?.}/] results and/or other data but does not make an independent verification of any claims. This listing is not an endorsement or
TI ﬁr recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation
! criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.
Date Issued: JUNE 16, 2003 Listing Expires June 30, 2004

Authorized By: DIANE K. AREND, Senior Deputy
Program Manager
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CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION
OFFICE OF THE STATE FIRE MARSHAL
FIRE ENGINEERING - BUILDING MATERIALS LISTING PROGRAM

LISTING SERVICE

7300-1209:209 Page 1 of 1
Misc. Device/Control Unit Assessories

System Sensor, 3825 Ohio Avenue, St. Charles IL 60174
Contact: *Trish Linhart (630) 377-6674 Fax (630) 377-7245

Models S2475 strobe lights. Model number may be followed by suffix RLP, ALP, GLP, or
BLP, may or may not be followed by W. Intended for wall mount only. The suffix-P for
plain plastic housing.

Models DS2475 strobe lights. Model number may be followed by suffix —W(white color)
and/or A, R, B, C or G. Intended for wall or ceiling mount.

Refer to listee's data sheet for additional detailed product description and operational
considerations.

20-30VDC

In accordance with listee's printed installation instructions, NFPA 72, applicable codes &
ordinances and in a manner acceptable to the authority having jurisdiction.

Listee's name, model number, electrical rating and UL label.
Listed as strobe lights non-hearing impaired when used with separately listed compatible

fire alarm control units. For indoor use only.

Not to be used as a visual public mode alarm notification appliance.

*Rev. 06-16-2003

This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test
_._v results and/or other data but does not make an independent verification of any claims. This listing is not an endorsement or
ﬁ@%ﬂv recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation

criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.

Date Issued:

Authorized By:

JUNE 16, 2003 Listing Expires June 30, 2004

DIANE K. AREND, Senior Deputy
Program Manager
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LISTING No. 7272-1209:210 Page 1 of 1
CATEGORY: Photoelectric Smoke Detector
LISTEE: System Sensor, 3825 Ohio Ave., St. Charles IL 60174

Contact: *Trish Linhart (630) 377-6674 Fax (630) 377-7245

DESIGN: Models 2W-B, 2WT-B, 4W-B and 4WT-B photoelectric type smoke detectors. Models 2W-B
and 2WT-B are 2-wire and model 4W-B and 4WT-B are 4-wire detectors. Models 2WT-B
and 4WT-B employ a thermistor type heat sensor (135° F). The heat sensor is are
supplemental to the detector and is not intended for use as a required heat detector. Refer
to listee’s printed data sheet for additional detailed product description and operational
considerations.

RATING: 8.5-35VDC
INSTALLATION: In accordance with listee's printed installation instructions, applicable codes and ordinances
and in a manner acceptable to the authority having jurisdiction. For vertical wall or ceiling
mount.
MARKING: Listee's name, model number, electrical rating and UL label.
APPROVAL.: Listed as photoelectric smoke detectors for use with separately listed compatible fire alarm
control units. Suitable for installation in open areas with air velocity range from 0-1000
ft/min.
*Rev. 06-16-2003
1?_-|
(Ewmee,  This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test
I:n'*lf.%{?.}/] results and/or other data but does not make an independent verification of any claims. This listing is not an endorsement or
TI ﬁr recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation
__J criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.

Date Issued: JUNE 16, 2003 Listing Expires June 30, 2004

Authorized By: DIANE K. AREND, Senior Deputy
Program Manager



LISTING No.

CATEGORY::

LISTEE:

DESIGN:

RATING:

INSTALLATION:

MARKING:

APPROVAL:

CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION
OFFICE OF THE STATE FIRE MARSHAL
FIRE ENGINEERING - BUILDING MATERIALS LISTING PROGRAM

LISTING SERVICE

7300-1209:212 Page 1 of 1

Misc. Device/Control Unit Accessories

System Sensor, 3825 Ohio Avenue, St. Charles, IL 60174

Contact: *Trish Linhart (630) 377-6674 Fax (630) 377-7245

Models 2W-MOD maintenance module. Unit is intended to be connected to Models 2W-
B and 2WT-B smoke detectors. The module can also be connected to compatible 2-wire,
conventional smoke detectors, however, the maintenance trouble feature of the module

cannot be utilized. Styles D and B initiating device circuit wiring methods are supported.

Refer to listee's data sheet for additional detailed product description and operational
considerations.

8.5-35 VDC

In accordance with listee's printed installation instructions, applicable codes and ordinances
and in a manner acceptable to the authority having jurisdiction.

Listee's name, model number, electrical rating and UL label.

Listed as control unit accessories for use with separately listed compatible fire alarm
control units.

*Rev. 06-16-2003

%‘fé

= This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed the test
'm'-%‘c' ] results and/or other data but does not make an independent verification of any claims. This listing is not an endorsement or
recommendation of the item listed. This listing should not be used to verify correct operational requirements or installation

criteria. Refer to listee’s data sheet, installation instructions and/or other suitable information sources.

Date Issued:

Authorized By:

JUNE 16, 2003 Listing Expires June 30, 2004

DIANE K. AREND, Senior Deputy
Program Manager
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